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配套传感器B8D(不锈钢) BM8D

HJ-8-201-0.5/2t

HJ-8-201-2.5/5t

HJ-8-201-1/4K

HJ-8-201-5/10K

0.5-2t

2.5-5t

1-4K

5-10K

Capacity Part number

Easy installation, height adjustable, with a

steel ball inside to center automatically,

high ability of anti-side-load, suitable for

the floor scale, platform scale.

Material: Alloy steel.

Tighten Screw

0.5-2t

2.5-5t

BJ-8-202-0.5/2t

BJ-8-202-2.5/5t

250lb-5KSE

5K-10Klb

BJ-8-202-250Ib/5KSE

BJ-8-202-5/10K
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配套传感器B8D(不锈钢) BM8D

Capacity Part number

Easy installation, height adjustable, anti-corrosion,

with a steel ball inside to center automatically, high

ability of anti-side load. Mainly used for the floor

scale, platform scale in harsh and corrosive

environments.

Tighten Screw

0.5-2t

1-4K
2.5-5t

5-10K

φD

60
(2.36)

80
(3.15)

H1

50
(1.97)

50
(1.97)

H

90
(3.54)

105
(4.13)

M

M12×1.75

M18×1.5
1/2-20UNF

3/4-16UNF

Suitable
products

B8D, BM8D
H8C, HM8C

B8D, BM8D
H8C, HM8C

Capacity

H8C, HM8C

Assembled with H8C, HM8C, B8D or BM8D

0.5-2t

250Ib-5KSE
2.5-5t

5-10K

φD

60
(2.36)

80
(3.15)

H1

50
(1.97)

50
(1.97)

H

90
(3.54)

105
(4.13)

M

M12×1.75

M20×2.5

1/2-20UNF

3/4-16UNF

Suitable
products

B8D, BM8D
H8C, HM8C

B8D, BM8D

B8D, BM8D
H8C, HM8C

Capacity

Assembled with H8C, HM8C, B8D or BM8D


